HPC-306

CNG COMPRESSION

PLUM &

gas solutions

»Virtual Pipeline Compression
«Stranded Gas. Capture
*Dual Fuel Completions &' Drilling

+Pipeline Repair & Maintenance

WelllStimilation

+Gas Lift s e

Technical Specifications

Design Code: ASME B31.3, NFPA 70, CSA B51, CSA C22.1
Frame: Duplex Ariel JGQ/2 Frames, 3 stages
Driver: Electric Drive (250 HP VFD’s x 2)
Separators: Inlet vertical Filter-Separator with manual dump, Lube-OQil filtration
Pilot Gas: Compressed air with redundant electric-drive air compressors
Control Room: Built-in with camera system & SCADA portal
Electrical Room Built in with easy access for technicians
Gas Cooler: Air to Gas Heat Exchanger (x2)
Fuel Type: Sweet Natural Gas
Suction Pressure: 200 - 500 psig
Discharge Pressure 5000 psig
Design Temp: -20°F to 350°F
Capacity: 3.7MMSCFD (105E3M3) @ 450 psig suction
1.7 MMSCFD (48E3M3) @200 psig suction
Trailer Footprint: 53' Step deck trailer
Power Requirements: 400 Amp, 480V 3@ Service
Remote Monitoring: Cloud-based Scada system including alarm call outs, dashboard

for customer information & custom reporting. Control system is
designed for autonomous operation and integrates with the SmartLoad
Lift Hub which automates & optimizes trailer loading with gas-
composition based filling algoritms
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